
WEED-INHIBITING  
JOINTING SAND THAT  
HARDENS AND SETS 

Usage table for paving stones with a thickness of 6 cm

Size of stone surface Joint width 2 mm Joint width 6 mm Joint width 10 mm

10 x 10 cm 3,00 kg/m2 9,00 kg/m2 15,00 kg/m2

20 x 10 cm 2,27 kg/m2 6,81 kg/m2 11,35 kg/m2

21 x 14 cm 1,85 kg/m2 5,55 kg/m2 9,25 kg/m2

30 x 30 cm 1,05 kg/m2 3,15 kg/m2 5,25 kg/m2

40 x 40 cm 0,80 kg/m2 2,40 kg/m2 4,00 kg/m2

Comes in a fine-grained mixture (Sand – Natural/Grey/Basalt) for Joint widths of 1–10 mm
Comes as a coarse-grained mixture (Stone – Natural/Grey) for Joint widths of 8 – 20 mm
Comes in the colours Natural (Beige), Grey and Basalt (Black)
For use on both new and old natural or concrete surfaces 
Supplied in 20 kilo bags. To be used directly from the bag.
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Jointing Sand



GUIDE

Use EASY Jointing Sand directly from the bag on a completely clean and dry  
surface. The surface must have been laid on a sound and water-permeable  
foundation. The jointing depth should be the whole of the material thickness  
of the stone/flag, but a minimum depth of 30 mm. 
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The joints stabilise after watering. The consistency of the 
sand becomes jelly-like. To ensure that the sand sets after 
watering, it is important that the sand is allowed to dry. 
It is therefore recommended that the product is applied 
during the summer months. It may take several days for 
the sand to dry depending on the prevailing temperature. 
Joints must be protected against rain for the first few 
hours after application. Watch the application video at 
www.lithomex.com 

EASY Jointing Sand is environmentally sound, polymeric jointing 
sand that sets on contact with air and water. This provides an elastic 
joint that prevents new shoots from taking hold and minimises  
undesirable weed growth. 

EASY Jointing Sand stabilises surfaces and is suitable for surfaces 
with light traffic, e.g. patios, footpaths, driveways etc. 

EASY Jointing Sand is water-permeable which means that the  
joint becomes soft and permeable in the rain. The material consists 
of quartz sand and a mixed jointing material and is non-toxic.

Storage Store bags in a dry place. The product can be stored for up 
to 24 months.

Renovation
When using the product on old surfaces, the old jointing material 
must be completely cleaned and any weeds and roots must be 
removed before EASY Jointing Sand is applied.

Maintenance
To ensure that weeds cannot grow on the surface, the joints 
should always be full and clean. Repairs are easy to carry out  
– remove loose sand in the joints and carry out the repair  
according to the guidelines provided.

Notes
Finish an area in one day so that dew and rain do not unintentionally  
activate the jointing sand. Inadequate cleaning of the surface may 
result in remnants of mortar or stains appearing on the surface.  
As soon as these are discovered, clean the area with water and a stiff 
brush. If the sand has set, clean with water and a rotating brush head. 

PLEASE NOTE  
Pay attention when cleaning impregnated/treated stones.  
Work carried out when it is too cold or damp or close to  
the foundation may hinder setting and result in the product bulging.

Shake the bag well before use to ensure an 
even mixture of the content. Sweep the sur-
face and distribute the jointing sand gradually 
across the surface.  Sweep the jointing sand 
into the joints using rotating movements.  
To ensure that the jointing sand reaches the 
bottom of the joints, use a plate compactor,  
if applicable. Top up the joints as required.

Fill up the joints to a few millimetres  
below the surface of the stone/flags. On 
bevelled stone/flags, fill up the joints only  
to the lower edge of the bevel. Remove  
excess sand completely from the surface  
– use a soft brush or leaf blower. Clean  
coarse and pore-filled surfaces thoroughly.

The binding material in the jointing  
sand is activated with water. Adjust  
the jet on the water hose to its shower  
setting. Apply even and low water  
pressure to ensure that the jointing  
sand is not washed up out of the joints.  
Water the surface evenly and plentifully  
in one small area at a time to ensure  
that the jointing sand is wet from top to  
bottom. Larger areas should be watered 
against the lie of the stone. Rinse the  
surface clean of foam/bubbles and  
jointing sand.

We refer to our Standard Terms and Conditions which can be found at www.lithomex.com 
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